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securely around a fishing pole or rod without interfering with
the line. The head is attached by a quick-snap buckle to one
end of an adjustable length strap, where the other end of the
strap is fastened or connected to a pier railing, pole, post,
cross-bar, or other fixed object or structure.
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APPARATUS FOR SECURING FISHING POLE

This application claims benefit of and priority to U.S. Pro-
visional Application No. 61/888,724, filed Oct. 9, 2013, by
Ted Craddock, and is entitled to that filing date for priority.
The specification, figures and complete disclosure of U.S.
Provisional Application No. 61/888,724 are incorporated
herein by specific reference for all purposes.

FIELD OF INVENTION

This invention relates to an apparatus for securing a fishing
pole to a pier or other fixed object.

BACKGROUND OF THE INVENTION

Pier fishing is a popular form of fishing where the fisher-
man or woman uses one or more fishing poles or rods from a
pier to catch fish. A variety of tackle, bait, and poles or rods
may be used, including multiple pole systems. In many
instances, the fisherman or woman will cast a line, and then
prop therod or pole against the pier railing rather than holding
the rod or pole. Unsecured rods or poles, however, can easily
fall over or be pulled into the water. Possible techniques for
attempting to secure the rod or pole, such as using tape or
rope, however, cause problems as the tape or rope interferes
with the free run of the fishing line, takes too long to install
after a cast is made, and takes too long to remove when a fish
strikes the lure. Mechanical holders that are mounted (such as
on a boat) also are known, but require mounting in a fixed
location, which is usually not possible or not permitted on a
pier, and also are limited to a particular location once
mounted, thereby preventing the fisherman or woman from
moving from place to place on the pier, or to another pier.

Accordingly, what is needed is a means to secure a pole or
rod in place on a pier that can be quickly attached and quickly
removed.

SUMMARY OF THE INVENTION

In various exemplary embodiments, the present invention
comprises an apparatus for securing a fishing pole or rod to a
pier or other fixed object so that the fishing pole or rod can
used without constantly being held. The head of the apparatus
comprise a loop with a flat-bottomed spacer that can fit
securely around a fishing pole or rod without interfering with
the line. The head is attached by a quick-snap buckle to one
end of an adjustable length strap, where the other end of the
strap is fastened or connected to a pier railing, pole, post,
cross-bar, or other fixed object or structure.

DESCRIPTION OF THE DRAWINGS

FIG. 1 shows a view of the apparatus in use with a fishing
pole in accordance with an embodiment of the present inven-
tion.

FIG. 2 shows a perspective view of the apparatus.

FIG. 3 shows another perspective view of the apparatus.

FIG. 4 shows a side view of a flat-bottomed spacer.

DETAILED DESCRIPTION OF EXEMPLARY
EMBODIMENTS

In various exemplary embodiments, the present invention
comprises an apparatus for securing a fishing pole 2 to a pier
railing or post 4 or other fixed object so that the fishing pole
can used without constantly being held.
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In the embodiment shown in FIGS. 1-3, the head 10 of the
apparatus comprises a loop 12 with a flat-bottomed spacer 14
affixed proximate the middle of the loop. The spacer also may
be affixed at or near either end of the loop. The spacer 14 may
berigid or semi-rigid, and can receive and fit securely around
a fishing pole 2 without interfering with the line 6. As seen in
FIG. 4, in one embodiment, the spacer comprises a flat bottom
with two sides extending upward at an angle. In alternative
embodiments, the spacer may have other forms, such as (a) a
flat bottom with two side extending upwards inwardly or at a
right angle, (b) a V-shape, (c) a U-shape, (d) a curved bottom
or continuous curve throughout.

In one embodiment, the head loop 12 comprises two ends
that may be overlapped and fastened together via hook-and-
look fasteners, snaps, buckles, or other similar quick-release
fastening means. In an alternative embodiment, the head loop
comprises a single strap with an end that fastens in the above-
described manner to the other end of the strap at or near the
spacer (i.e., where the spacer is affixed at or near one end of
the loop). The head 10 is attached to one half of a quick-snap
buckle, which may be a quick-release buckle with male and
female components 18. In one embodiment, the head is
attached to said buckle by a connector or strap 16. The other
half of the buckle is attached to one end of a main strap 20,
which may be an adjustable length strap. The opposite end of
the main strap 20 is fastened or connected to a pier pole,
cross-bar, or other structure by means of a wrap-around loop
22 or other similar means. The wrap-around loop may be
openable in a manner similar to the head loop, or may be a
fixed loop, in which case the loop is placed over the pier
railing or post or other object, or the main strap is placed
around the pier railing or post or other object, and the end with
the buckle is inserted into and through the wrap-around loop.

To use the present invention, the user casts the line and
places the pole against the top of the pier railing or cross-
support or other fixed object in the desired position. The main
strap is attached to the pier railing or cross-support or other
fixed object by the means described above (e.g., wrapping the
main strap around the object, and inserting the buckle end of
the strap through the wrap-around loop and drawing it tight).
The head loop is secured around the fishing pole, typically in
a position just above an line guide on the pole so as not to
interfere with the line. The head loop is buckled to the main
strap (e.g., by inserting the half of the buckle on the head to
the half of the buckle on the end of the main strap), and the
length of the main strap is adjusted until the proper tension is
reached. The tension holds the pole or rod in place, with the
pole or rod pressing against the top of the head loop, thereby
allowing the line to move freely in the space kept open by the
width of the spacer. When a fish strikes, the user can quickly
unfasten the pole from the strap, such as by pulling on the
overlapping end of the head loop to release the hook-and-loop
fasteners, snaps, or other quick-release fastening means.

In an alternative embodiment, the main strap may be
directly affixed to the head, and the head loop may be integral
with the main strap.

In several embodiments, the head or strap, or both, may be
decorated. In the embodiment shown in FIG. 2, the head is
decorated with a pair of printed vinyl snake eyes, and the end
of the outermost end of the head loop has the form (and
possibly color) of a snake’s tongue. Any form of decoration or
images or colors, or combinations thereof, may be used for
any part of the invention.

Inone exemplary embodiment, the head loop is 0.75 inches
wide and 16.0 inches long, black in color with a red plastic at
the end (i.e., the tongue). The head loop may be black web-
bing or similar material. The spacer is 0.75 inches wide, while
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the bottom is 1.0 inch long, with two angle arms each 1.25
inches long. The spacer may be formed of polyethylene and
covered in black plastic. The buckle is a 1 inch two-part (male
half, female half) quick-release plastic buckle releasable with
side pressure. The strap is 1.0 inch wide and 35.0 inches long,
formed from black webbing and with a formed end loop.
Thus, it should be understood that the embodiments and
examples described herein have been chosen and described in
order to best illustrate the principles of the invention and its
practical applications to thereby enable one of ordinary skill
in the art to best utilize the invention in various embodiments
and with various modifications as are suited for particular
uses contemplated. Even though specific embodiments of this
invention have been described, they are not to be taken as
exhaustive. There are several variations that will be apparent
to those skilled in the art.
What is claimed is:
1. An apparatus for fishing, comprising:
a fishing pole with a first side and a second side opposite
said first side, with a fishing line extending along said
first side, said fishing pole in angled contact with a
railing or horizontal support at a first point of contact,
and with a floorboard or ground at a second point of
contact;
a head strap with a length and a width, and with a first end
and a second end, with a rigid or semi-rigid spacer with
a length and a width affixed therebetween contiguous
with the head strap, said spacer comprising a bottom and
two ends extending upwards from the bottom at an out-
ward angle, said head strap first end overlapping said
head strap second end so that said head strap first end or
area of the head strap proximate to said first end is
fastened to or near the head strap second end by quick-
release fastening means to form a head loop of sufficient
circumference to maintain tension contact with the sec-
ond side of said fishing pole at a third point of contact
without touching said fishing line, wherein said spacer is
not in contact with said fishing pole or said fishing line;
and
amain strap with a first end and second end, the first end of
the main strap fastened with a connector or connection
strap to the head strap in the area where the spacer is
affixed to the head strap, and the second end comprising
means for securely fastening the main strap to a compo-
nent of a pier or other fixed object.
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2. The apparatus of claim 1, wherein the spacer width is
equal to or less than the width of the head strap, and comprises
a flat bottom with the two angled ends of equal length.

3. The apparatus of claim 1, wherein the head loop has an
interior side and an exterior side, wherein the spacer is affixed
to the interior side of the head loop.

4. The apparatus of claim 1, wherein the quick-release
fastening means comprises hook-and-loop fasteners.

5. The apparatus of claim 1, wherein the quick-release
fastening means comprises a snap fastener.

6. The apparatus of claim 1, wherein the main strap is
adjustable in length.

7. The apparatus of claim 1, wherein the main strap second
end means for securely fastening comprises an end loop.

8. The apparatus of claim 7, wherein the end loop is fixed.

9. The apparatus of claim 1, wherein the first end of the
main strap is fastened to the connector or connection strap by
a buckle.

10. The apparatus of claim 9, wherein the buckle is a
quick-snap buckle with a male half and a female half.

11. The apparatus of claim 10, wherein one half of the
buckle is fastened to the first end of the main strap, and the
other half of the buckle is fastened to the connector or con-
nection strap.

12. The apparatus of claim 11, wherein the head strap is
fastened to the other half of the buckle by said connector or
connection strap.

13. The apparatus of claim 1, wherein the quick-release
fastening means is adapted to quickly detach the head strap
first end from the head strap second end without any part of
the head strap contacting or interfering with the fishing line.

14. The apparatus of claim 1, wherein first end of the head
strap extends beyond the quick-release fastening means.

15. The apparatus of claim 2, wherein the spacer is rigid,
the spacer bottom is approximately one inch in length, and the
two angled ends are approximately one and one-quarter
inches in length.

16. The apparatus of claim 1, wherein the head loop does
not pass through any openings or slots in the spacer.

17. The apparatus of claim 1, wherein the third point of
contact is between the first point of contact and the second
point of contact.



